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tufl ex® rubber flooring tiles for sports and 
commercial applications have been proven in 
the industry since 1957.
tufl ex tiles are manufactured with a patented vulcanization process using 

predominantly recycled rubber. square tiles are 27" x 27" x 3/8" thick, and 

interlocking tiles are 27" x 27" 
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features and Benefits:  

pVc free.

contains 10% natural rubber, a 
renewable resource, which may 
contribute to the Leed® Green 
Building certifi cation system and 
meets cHps criteria.

available in 3 profi les: crackle, 
random and stripe. designed 
for high durability and ease of 
maintenance throughout the product 
life cycle.

resists scuffi ng, gouging and 
cigarette scorching, as well as most 
chemicals and common substances.

provides underfoot comfort, 
reduced noise from foot traffi c 
and has an inherent slip resistance.

available in solid colors only. 
all colors available at a single 
price point.
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see the fl ooring solutions you are envisioning.
the new fl ooring designer program at roppe.com brings your design ideas to life. 

choose your fl ooring and wall base, then choose the styles, profi les and colors, plus 

experiment with custom color combinations you select. see them in a scene that's 

similar to your installation environment, then receive color accurate prints of your 

creations. it's your virtual design studio, right at your desktop. 

save your designs and request samples 
from our floor scene program – full color 
8"x 10" glossy photos of your intended 
designs that are environmentally friendly! 
floor scene photo options can also help 
narrow down the selections prior to  
ordering the lab submittal  samples for 
your project – a more responsible choice! 

select  your fl ooring products along with the wall base 
style, and even sherwin Williams paint colors that work for 
the space that you are designing – remember you choose 
all of the options including profi les and colors!  a great 
way to view custom color combinations too! 

choose from the full tile scene – great for custom tile 
colors; the corner scene – show better detail of the wall 
base option; or the room scene where you can see your 
product selections in the environment of your choice – 
corporate,  education, healthcare or hospitality!

click on the link for 
fl ooring designer at 
roppe.com

flooring designer
a t  r o p p e . c o M

1.800.537.9527  |  roppe.com

use our online fLoorinG desiGner at roppe.com78 fLoorinG desiGner
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Mold Statement

Issues concerning mold and mildew are gaining increased attention from both residential and commer-
cial property owners as well as the public at large.  In virtually all situations, if there is a mold issue, there 
is an excessive moisture issue.  In order to prevent, control, or remediate mold and mildew, one must 
first identify, evaluate, and eliminate the source of excessive moisture.

Prior to removing an existing resilient floor following the RFCI Recommended Work Practices for Re-
moval of Resilient Floor Coverings (unless state or local law requires other measures) or installing a new 
floor, if there are visible indications of mold or mildew or the presence of a strong musty odor in the 
area where resilient flooring is to be removed or installed, the source of the problem should be identi-
fied and corrected before proceeding with the flooring work.  Visible signs of mold or mildew such as 
discoloration can indicate the presence of mold or mildew on the subfloor, on the underlayment, on the 
back of the flooring, and sometimes even on the floor surface.  If mold or mildew is discovered during 
the removal or installation of resilient flooring, all flooring work should stop until the mold or mildew 
problem (and any related moisture problem) has been addressed.  Before installing the new resilient 
flooring, make sure the underlayment and/or subfloor is allowed to thoroughly dry and that any residual 
effect of excessive moisture, mold or structural damage has been corrected.

To deal with mold and mildew issues, you should refer to the U.S. Environmental Protection Agency 
(EPA) guidelines that address mold and mildew.  Depending on the mold or mildew condition present, 
those remediation options range from cleanup measures using gloves and biocide to hiring a profes-
sional mold and mildew remediation contractor to address the condition.  Resilient flooring, because 
it is relatively non-porous, allows any mold and mildew on the flooring surface to be easily cleaned.  
Remediation measures may require structural repairs such as replacing underlayment and/or subfloor 
contaminated with mold or mildew as a result of prolonged exposure to moisture.  

The EPA mold guidelines are contained in two publications “A Brief Guide to Mold, Moisture and Your 
Home” (EPA 402-K-02-003) and “Mold Remediation in Schools and Commercial Buildings” (EPA 402-
K-01 –001).  Appendix B of the “Mold Remediation in Schools and Commercial Buildings” publication 
describes potential health effects from exposure to mold, such as allergic and asthma reactions and ir-
ritation to eyes, skin, nose and throat.  These publications can be located on EPA’s website at www.epa.
gov/iaq/molds/

roppe products are warranted for a period of one (1) year 
from date of installation to be free of defects in material 
and workmanship on all first quality products. Limited 
Wear Warranty also applies to specific products for non-
transit use, based by product design and installation 
purpose, if installed, maintained and used strictly in 
accordance with roppe’s written instructions and installed 
with the recommended roppe adhesive. refer to roppe 
product 10-part specification sheet before proceeding 
with installation. for any applications not listed, do not 
proceed with installation regardless of the circumstance. 
it is the flooring installer’s direct responsibility to inspect 
and loose lay the flooring in the room or area prior to 
installation to determine the proper layout and best overall 
appearance. flooring installer must inspect all material 
for manufacturing imperfections and irregularities prior to 
installation. all manufacturing imperfections or irregularities 
must be reported to the appropriate authority. any defective 
material will be replaced at no charge, if the defect is 
found prior to installation. roppe will not be liable for 
labor costs for material that is installed with manufacturing 
imperfections and irregularities. roppe reserves the right 
to inspect the manner and quality of installation of its 

product claimed defective. in no event shall roppe be 
liable for incidental or consequential damages, even if some 
other provision of this Limited Warranty is unenforceable. 
roppe will not be liable for labor costs or lost profits 
resulting from the use of or inability to use the product.

roppe shall have no liability whatsoever to Buyer in the 
event the goods become defective if such defect is caused 
in whole or part by cuts, tears, vandalism, fire, willful 
destruction, damage from high heels, spiked footwear, 
improper installation, improper maintenance, subfloor and/
or substrate irregularities, accidents, natural causes, or acts 
of God. products designated as “seconds”, “mill run”, 
“non-conforming”, not being of first quality, are sold as-is 
and roppe makes no warranties whatsoever, expressed 
or implied, with respect thereto, including warranties 
of merchantability or fitness for a particular use. these 
warranties are expressly in lieu of any other warranties 
expressed or implied. roppe products not designed for 
use in or near commercial kitchens. roppe products are not 
designed for outdoor installations, unless specifically noted. 

contact roppe for limitations, exclusions and additional 
warranty details. or for 10-part specification sheets and 
warranty information, visit our Web site at roppe.com.

roppe corporation, u.s.a.
1602 north union street
fostoria, ohio 44830-1158

1.800.537.9527
419.435.8546
fax: 419.435.1056

roppe.com
e-mail: sales@roppe.com

all products
1 - Y e a r  L i M i t e d  W a r r a n t Y

roppe is proud to be a member of the following 
organizations, committed to the advancement of 
excellence in their fields:

roppe is a member of the u.s. Green Building council, 
which promotes buildings that are environmentally 
responsible. Visit usgbc.com for details.

dedicated to protecting life and promoting 
health in our environments, both at work 
and home/community.

craftsman trained to stress attention to 
detail, respect for project specifications, 
and superior workmanship.

1.800.537.9527  |  roppe.com
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